Zweitschrift
G-Zl: 2002-KTV/PZW-EX-7/01/E/BU

D-Nr: 393468/0000

Test Report

No.: 2002-KTV/PZW-EX-7/01/E/BU

With regard to the Counail Directive relating to the

braking devices of certain categories of motor vehicles and of their trailers

71/320/EEC of 26 July 1971

as last amended by

98/12/EC of 27 January 1998
MName and address of the Test Laboratory : TUV Austria
Division Automotive
Technology and Traffic

DeutschstraBe 10
A-1230 Vienna

MName and address of orderer ' TARONI & C. s.as.

Via Milano 24
1-23875 Osnago (LC)
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G-Z1: 2002-KTVIPZW-EX-7/01/E/BU

@ 1. Test vehicle(s)/-object(s)
1.1 Description
Test vehicle

Category of vehicle
Make (trade name of manufacturer)
Vehicle Type

& Commercial descnption

Vehicle test weight, unladen
(with driver and test equipment)

® Vehicle test weight, laden
Total
Axle 1
Axle 2

Maxirmum design speed
Tyre dimensions

® Braking devices

Manufacturer's name and address

Make (trade name of manufacturer)

e Type designation of the separate
technical unit

Type of braking disk
e Axle 1

Diameter [mm]

Thickness [mm]

Marking

Axle 2

TOV

AUSTRIA

Passenger car / M1
MERCEDES
W124

230 TE

1585 kg (1500 kg + 75 kg + 10 kg)

2100 kg
880 kg
1220 kg

183 kmfh
195/65 R 15 91T M+5

Standard brake system, front brake disc
excepted

TARONI & C, sas.
Via Milano 24
1-23875 Osnago (LC)

TAR-OX
G8s

G 88

2835

22

TAR-OX /1261 /G 88
O.E. (Disc brake)
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G-Z1.; 2002-KTVIPZW-EX-7101/E/BU

Pads

Axle 1

Axle 2

Type of brake pads

Master cylinder

Brake hoses

1.2 Remarks

TUY

TARONI & C. sas.
QL.

asbestos free

CJiE.

Ractek

Composition, strength and surface treatment of the material has not been tested.

Testing of the brake pads has not been carried out.

2.  Testreport

Parameter of the test area

Temperature of air  [°C]
Air pressure [hPa]
Ajr humidity [%6]
Velocity of wind [mis]
Test course

Equipment for measuring and testing

Vehicle speed
Deceleration

Pedal force
Temperature

18

1011,5

65

0-1

Asphalt, dry, plane

Correvit L-CE 93009

Electronic data recording system
MAHA Type VZM 100

MAHA Type MONACOR
electronic thermometer
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31

TUY
AUSTRIA
Test results

Disc

Mechanical stability

After the testing of the braking system according to Directive 71/320/EEC as amended by
98/12/EC. the thickness deviation and planarity of the brake discs have been examined.

The thickness deviation over the entire circumference was less than 5%.

The deviation of the planarity was less than 0.3 mm.

Heat resistance

After the fade test a crack testing, rotation angle testing and a testing regarding planarity of the
brake disk have been carmed out

The tests showed positive results.

32 Brake testing with regard to Council Directive 71/320/EEC ala.b. 98/12/EC

3.2.1 Test type 0

Test type 0 with engine disconnected

Category of vehicle Unladen Laden Test requirement
Test speed v
[km/h] 80,4 80,1 80 km/h
Stopping distance s
[m] 356 33,3 s < 50,7 m; 0.1v+v3150
Mean fully developed
deceleration dy, 8,74 8,97 d. 2 58 m/s*
[m/s?]
Applied force [IN] 312 322 F<500 N
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Category of vehicle | Unladen Laden | Unladen Laden Unladen l Laden
Test speed v

[km/h] v=30% V=55 v=45% Veax =82 | v=80%  Viae = 146
Maximum value of

deceleration 8,38 8.4 874 8.97 8,2 7,42
[m/s?]

Applied force [N] 262 294 312 322 264 230
Behaviour of the vehicle

Good lane stability, no blocking, no unusual vibrations.

322 Test type | (Fade test, laden) with engine disconnected

Repeated stops

Test requirements — Category of vehicle M1

.n" repeated braking from an original speed vi and a mean fully developed deceleration dy, towards
speed v; in which the period of time between the beginning of a braking and the beginning of the
following braking 1s ,,At"

n=15

vy = B0 % voae < 120 km/h

vz = 'lavy = 60 kmih

At = 45 sec.
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